MATERIAL  SAFETY  DATA  SHEET
Penn Valley Paint      8000 Bristol Pike    Levittown, PA   19057     215-949-0800

24 Hour Emergency Phone Number  Chemtel 800-255-3924



SECTION 1:      PRODUCT IDENTIFICATION 

Date Prepared:
January 12, 2005
Product:


Calbar Roof Seal 

Code:


CRS

Trade Name:

Calbar®  Roof Paints 

SECTION 2:    INGREDIENTS






ACGIH 
 OSHA
                                              


 

           CAS  NUMBER           % WT.

TLV (a)
  PEL

Chlorinated Paraffin


8002-74-2

16.2
   





Iron Oxide



1309-37-1

16.2

Barium Sulfate



7727-43-7

13.8

Naphtha, Light Aromatic Solvent

64742-95-6

10.0

Aromatic Hydrocarbon Resin

64742-90-1

  9.5

Methylene Bisphenyl Isocyanate

101-68-8

  2.8

Polyether Propolymer


N.O.S.


31.5


   (Isocynate Solution) boiling point <300 ° C; flash pint >23 ° C

*  Items found in Section 313 on the Toxic Chemical List

Ingredients not precisely identified are proprietary or non-hazardous.   Values are not product specifications.

gt = greater than; lt = less than; ca = approximately; NE = not established; NR = not required; C = ceiling.

SECTION 3:    PHYSICAL DATA

Boiling Point:
 

312 ° F



Vapor Pressure:
  10



Solubility In Water:

None



Vapor Density (Air=1)   <4.8

Volatile by Volume:

13.7 %



Specific Gravity:
  1.2

Evaporation Rate:

0.2



Appearance:

  Black liquid
pH (5% slurry):


Neutral



Odor:


  Aromatic solvent odor

SECTION 4:    FIRE and EXPLOSION HAZARD DATA

Flash point: 


108 º F   closed cup

Flammable Limits:

Lower Explosive Limit:: 0.9 %  
Upper Explosive Limit::     6.0 %

Extinguishing media: 

Carbon Dioxide; dry chemical; foam.

Unusual fire and explosion hazards: Closed containers may explode when exposed to extreme heat.  Containers exposed to fire should be kept cool with water.   

Special Fire Fighting Procedures:
 Fire Fighters should wear self-contained breathing apparatus. With excessive fumes or smoke.

Decomposition products:
Oxides of carbon, nitrogen, aluminum, possible HCN, polyurethane combustion compounds and halogens.
SECTION 5:    HEALTH HAZARD DATA

Threshold Limit Value:
See Section 2

Possible Route of Entry:
Inhalation, Ingestion, Skin Absorption

Effects of Overexposure:


EYES:
Contact .may cause severe damage; vapor may irritate.


SKIN:

Exposure may irritate skin.


BREATHING:
Inhalation may cause headache, dizziness, nausea and irritation of respiratory tract.

SWALLOWING:  
May be harmful or fatal if swallowed.
Medical Conditions Generally Aggravated by Exposure – any respiratory or skin condition.

Emergency and First Aid Procedures:


If SWALLOWED:
Do not induce vomiting, call a physician immediately.


INHALATION:
Remove person from exposure area, to fresh air.   if  asthmatic conditions occur,  get medical attention.


EYE CONTACT:
Flush with water for 15 minutes and seek medical attention.


SKIN CONTACT:
Clean thoroughly with waterless hand cleaner then follow with soap and water.
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SECTION 6:    REACTIVITY DATA

This product is stable under normal conditions.  Avoid exposure to excessive heat and cold.

Incompatibility:

Water (moisture); alcohols; amines; strong acids and bases.

Hazard decomposition products: 
Possible HCN.

Hazardous polymerization:
Will not occur. 

Conditions to avoid:
Contamination with water will evolve CO²    

SECTION 7:    SPILL or LEAK PROCEDURES

Steps to be taken in case material is released or spilled:  Cover with a layer of sand or other suitable absorbent.  Uses protective measures as outlined under Section 8 below.  Avoid contact with eyes, skin or clothing.

Waste Disposal Method:
Dispose in chemical disposal area or in a manner that complies with local, state, and federal regulation.  DO NOT incinerate closed containers.

SECTION 8:    SPECIAL PROTECTION INFORMATION

Respiratory Protection:
In confined spaces use fresh air hood or NIOSH certified organic vapor canister unit.  If used outdoors, ventilate well using general or local exhaust ventilation.

Eye Protection:

Wear chemical splash goggles or face shield.  Do not wear contact lenses while working with this material.

Skin Protection:

Nitrite rubber gloves and apply a solvent-resistant barrier cream to areas of skin that may come in contact with this material.

Other Protective Equipment: Eye wash station or fresh running water should be readily available.  Wear coveralls and/or rubber apron and rubber shoes or boots.

Personal Hygiene:
Wash hands thoroughly after handling and especially before eating or smoking.  Shower at the end of the work shift.  Wash contaminated clothing before reuse.

SECTION 9:   SPECIAL PRECAUTIONS

Precautions  to be taken in Handling and Storage:  Avoid contact with moisture.  Isocyanates reach with water and generate co² which may  rupture sealed containers.  Store between 40 and 80 ° F.

SECTION 10:   TRANSPORTATION INFORMATION

Proper Shipping Name:   
Paint


Hazard Class:  

3



Packing Group:  
III
    

ID #:   


UN 1263



RQ:  


 none

Transportation Labels Required:
Flammable liquid.  (In the U.S., this material may be re-classified as a combustible liquid and is not regulated in containers less than 119 gallons via surface transportation.)

DISCLAIMER SECTION

The information contained herein is based on data considered to be accurate.  Penn Valley Paint makes no warranties express or implied and assumes no responsibility for the accuracy or completeness of the data.  Penn Valley Paint further assumes no responsibility for personal injury or property damage to customers, users, or third parties caused by this material.  Such customers or users assume all risks associated with the use of this material.










           Msds10-520p2
